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Remington+ Fence™ Ornamental Steel Welded Panel Fencing

Panels

+3/4" pickets, 16 gauge

+1-1/2"Rails, 14 gauge

« 4" picket spacing

- Biasable Panels available for sloping applications
« Available for 42, 4, 5, 6" high fencing
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Posts (caps sold seperately)

DESCRIPTION PART NO.
2”SQ x 6’ || gauge Post 010338
2”SQ x 7’ || gauge Post 010339
2”SQ x 8 || gauge Post 010050
2.5”SQ x 6’ || gauge Post 010340
2.5”SQ x 7’ || gauge Post 010341
2.5”SQ x 8 || gauge Post 010051
2.5”SQ x 9" || gauge Post 010052
3”SQ x 7’ || gauge Post 010342
3”SQ x 10’ || gauge Post 010053
4”SQ x 10’ || gauge Post 010054

Posts

-Available in 2%, 2 1/2" 3", 4" Square, 11 gauge

Finish

-Panels and Posts are pre-galvanized and powder coat
finished(Black) to prevent rust and corrosion

Flush Top Standard Panels (Fixed)

DESCRIPTION PART NO.
38” High x 94” Wide 2 Rail Flush Top Panel 010040
44” High x 94” Wide 2 Rail Flush Top Panel 010042
58” High x 94” Wide 2 Rail Flush Top Panel 010044
68” High x 94” Wide 2 Rail Flush Top Panel 010046

Flush Top Biasable Panels (For Slopes)

DESCRIPTION PART NO.
38” High x 94” Wide 2 Rail Flush Top Biasable Panel 010041
44” High x 94” Wide 2 Rail Flush Top Biasable Panel 010043
58” High x 94” Wide 2 Rail Flush Top Biasable Panel 010045
68” High x 94” Wide 2 Rail Flush Top Biasable Panel 010047

Spear Top Standard Panels (Fixed)
DESCRIPTION PART NO.

70” High x 94” Wide 2 Rail Spear Top Panel 010048

Spear Top Biasable Panels (For Slopes)
DESCRIPTION PART NO.

70” High x 94” Wide 2 Rail Spear Top Biasable Panel 010049

Post Cap

DESCRIPTION PART NO.
2” Flat Post Cap 652212
2.5” Flat Post Cap 010370
3” Flat Post Cap 010371
4” Flat Post Cap 010372
Hardware

DESCRIPTION PART NO.
I 1/2” Rail Bracket 462F00

I 1/2” Rail Bracket (For Biasable panels) 173W00
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Remington+ Fence™
Ornamental Steel Welded Panel Fencing

Panels Posts
*3/4" pickets, 16 gauge -Available in 2,2 1/2", 3", 4" Square, 11 gauge
-1-1/2"Rails, 14 gauge .

- 4" picket spacing Finish

- Biasable Panels available for sloping applications -Panels and Posts are pre-galvanized and powder coat
- Available for 42" 4, 5, 6’ high fencing finished(Black) to prevent rust and corrosion

Flush Top Standard Panels (Fixed)

Flush Top Standard Panels DESCRIPTION : PART NO-
o 38” High x 94” Wide 2 Rail Flush Top Panel 010040
44” High x 94” Wide 2 Rail Flush Top Panel 010042
58” High x 94” Wide 2 Rail Flush Top Panel 010044
o 68" High x 94” Wide 2 Rail Flush Top Panel 010046
> Flush Top Biasable Panels (For Slopes)
DESCRIPTION PART NO.
£ 38” High x 94” Wide 2 Rail Flush Top Biasable Panel 010041
P 9 — 44” High x 94” Wide 2 Rail Flush Top Biasable Panel 010043

58” High x 94” Wide 2 Rail Flush Top Biasable Panel 010045
68” High x 94” Wide 2 Rail Flush Top Biasable Panel 010047

Spear Top Standard Panels
—_ Spear Top Standard Panels (Fixed)
DESCRIPTION PART NO.

70” High x 94” Wide 2 Rail Spear Top Panel 010048

0 Spear Top Biasable Panels (For Slopes)

DESCRIPTION PART NO.
70” High x 94” Wide 2 Rail Spear Top Biasable Panel 010049

—— o ———

Post Cap
Posts (caps sold seperately) DESCRIPTION PART NO.
DESCRIPTION PART NO. 2" Flat Post Cap 652212
2"SQ x 6’ 11 gauge Post 010338 2.5” Flat Post Cap 010370
2"SQ x 7' |1 gauge Post 010339 3" Flat Post Cap 010371
2"SQ x 8 |1 gauge Post 010050 4" Flat Post Cap 010372
2.5"SQ x 6 || gauge Post 010340
2.5"SQ x 7’ || gauge Post 010341 Hardware
2.5”SQ x 8 || gauge Post 010051 DESCRIPTION PART NO.
2.5"SQ x 9’ || gauge Post 010052 I 1/2” Rail Bracket 462F00
3"SQ x 7’ || gauge Post 010342 | 1/2” Rail Bracket (For Biasable panels) 173W00
3”’SQ x 10’ Il gauge Post 010053

4"SQ x 10’ 1| gauge Post 010054 1-888-289-3362 Fax#1-800-542-8488



