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1 Plan, Layout & Mark

2 Locate & Set Posts

Locate your property’s boundary lines. Precisely marking the 

Stake the locations of each Corner Line Post and Gate Post.

Line Posts should be spaced the length of your rail + 1.5", on 
center. 
used, fence height and ground slope.

Place shorter sections at the corners or near gates or buildings to 
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RAILS ARE ATTACHED TO 
THE HAT SIDE OF THE 
POSTMASTER® PLUS 
POSTS

Hat 
Section

Flanges

8' - 0"

2" Gap

3 Install Rails & Pickets

Top Rail: 1-½" x 1-½"  
Mid Rail: 1-½" x 3-½" 
Bottom Rail: 1-½" x 3-½"      

4' - 6"

1' - 6"

Attach 4" - 6" pickets 
with  1-¼" or 1- " 
fasteners

4 Prepare Lattice

Measure ‘hat to hat’ to get lattice width

5 Trim Lattice
Install ¾" x 1-½" trim pieces on the front  of the lattice.

6 Finishing Touches

Cap Rail: 1-½" x 3-½ or 5-½"
Cover Boards: ¾" x 4 or 6"   
Fascia Board: ¾" x 3-  4"

Install Cap Rail on top 
of the lattice trim piece

Attach Cover Boards 
over PostMaster®
posts. Front and Back.

Install Fascia Board to 
cover the top of fence 
picket and bottom of 
the lattice

Attach the lattice with  
1-¼" or 1- " fasteners.

Gate Post Line PostLine Post Gate Post

Line PostLine Post
Example PostMaster Layout

Dig the post holes 6 - 10 in. diameter. Corner Line Post and 
Gate Post should be 30 in. deep, while Line Posts can be 24 in. 
deep. The exact diameter and depth will be determined by local 
conditions. 
Center the terminal posts in the holes. Make sure the posts are 
plumb, square to the fence line and set to the correct height. Block 
and support the post to preserve post position as installation 
continues.
Fill the hole with concrete in a continuous pour, mounding the top 
to direct water away from the post. When the concrete has 
hardened in the corner line post and gate post, stretch a string 
between them to help set the line posts at the correct height.

Attach Rails to PostMaster® posts 
with #8/#9 countersunk deck 
screws


